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THANK YOU for choosing Forté Healthcare

Thank you for the opportunity to serve you and provide a product that has been custom made by
skilled production staff in our Armidale, New England factory.

By purchasing a Forté Healthcare product, you can be assured that you have a solution that sets the
benchmark for comfort, performance and quality.

We succeed in a global market space dominated by large corporate companies through our long-
standing client relationships and our willingness to go the extra mile to ensure our clients receive
exactly what is required.

Our transparent manufacturing process gives clients confidence that the products they receive are
made to the highest possible standards of quality, care and hygiene.

At Forté Healthcare, we stand behind the performance of our products with confidence. We are
committed to delivering a high level of client satisfaction and personal service.

Forté Healthcare cannot be held liable for client outcomes due to clinical, circumstantial or care
factors outside of its control.

Disclaimer
This product user manual is provided as a guide for the safe operation of the Forté Aeris Plus
Mattress.
Whilst all care has been taken to comprehensively identify any risks associated with the operation of
the Aeris Plus Mattress, Forté Healthcare Solutions cannot be held liable for circumstances outside of
its control, including inappropriate device usage.

We strongly recommend that, for any clarification required by care staff or indeed anyone using the
Aeris Plus Mattress, appropriate consultation is sought before use.
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OPERATION

1. The Aeris Plus mattress can be used with or without the APAE1000 pump, depending on the
selected care mode. Read these instructions with the APAE1000 Pump Instructions v1.1.

2. Position the mattress securely on the bed. Prevent trapping, damage and excessive rubbing against
bed rails. Damage caused by incorrect fitment is not covered under warranty.

3. Hang the pump from the footboard using its hooks, or place it on a flat surface. Keep the power plug
accessible and protect the pump from damage.

4. Connect the mattress air­hose plug securely to the pump. The plug fits in one orientation only.
Ensure hoses are not kinked or trapped beneath the mattress and the CPR connection is closed.

5. Inspect the pump and power cord before use. Do not use damaged equipment. Connect to a power
outlet and secure the cord using the mattress cord loops, where fitted.

6. Turn on the upper power switch. Allow the mattress to inflate fully before transferring the patient onto
it. The low­pressure light remains on during inflation, which may take up to 20 minutes.

7. Use the lower switch to select Alternating or Static mode. Alternating mode inflates and deflates the
air cells in sequence. Static / air redistribution mode supports immersion and envelopment.

8. COMFORT DIAL ­ SOFT / FIRM / MAX: Adjust mattress firmness to suit the patient’s preference.
The alternating air system operates independently of this setting and continues its alternating cycle
at all comfort levels when Alternating mode is selected. The dial is not a patient­weight setting.

9. Keep the mattress zipper closed during use. Open it only for inspection or maintenance. Avoid
prolonged exposure of the foam core to UV light.

10. Do not operate the pump in wet environments or allow contact with water or other liquids. Disconnect
the power before cleaning or maintenance.

11. Protect the cover from sharp objects. Puncture damage is not covered under warranty. Keep the
mattress and pump away from fire and excessive heat.

12. Monitor the system regularly for malfunction or damage. If the patient is inadequately supported or
bottoming out, contact your distributor or Forté Healthcare for assistance.

13. For CPR, alarms and detailed pump operation, follow the APAE1000 Pump Instructions v1.1. The
pump should be switched off while the mattress is unoccupied, as suggested in that manual.
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PATIENT SAFETY & CARE

30–250 kg

14 foam-filled air cells with a 1:2 alternating cycle for effective pressure redistribution

Narrow cell design to minimise user disturbance

Quiet pump operation to reduce discomfort

Single layer Airoform™ Memory Foam interface provides comfort, reduces alternating
sensation/motion discomfort, stabilises temperature and supports envelopment

Sloped heel region for increased pressure relief in vulnerable areas

Firm strengthened sides for lateral stability and support during repositioning and transfers

THERAPEUTIC FEATURES

The Premiflex Ultra outer cover is waterproof yet vapour permeable. It allows airflow within the air
and foam system. The cover alone is not designed to function as a continence barrier and should
be used in conjunction with appropriate continence products where required.

Users must be positioned correctly to reduce the risk of suffocation.

Ensure the mattress is cleaned regularly to maintain hygiene and infection control. Refer to
cleaning guidelines for recommended procedures and approved cleaning agents.

SAFETY & USAGE

1.

2.

3.

4.

5.

6.

Avoid using excessive layers of bedding and/or covers, as this may negatively impact vapour
permeability and pressure redistribution performance of the Aeris Plus System.

Continual routine monitoring is required whilst the Aeris Plus System is in use. Clinical judgement
must be applied to determine appropriate monitoring intervals.

The Aeris Plus System is not intended to replace necessary client care practices such as adequate
nutrition, repositioning, continence management, nursing care and wound or skin care.

STANDARD­USE WEIGHT RANGE

Soft / Firm / Max comfort dial adjusts firmness to patient preference; alternating operation is
independent.



5

TROUBLE-SHOOTING

1. Low Pressure / Power Failure Alarm

The low­pressure light normally remains on while the mattress inflates. Allow up to 20 minutes for
initial inflation. If the alarm sounds or low pressure persists:

­ Check that the power cord is connected and the power supply and pump switch are on.

­ Check the mattress air­hose plug and CPR connection are securely fitted. Inspect hoses for
kinks, obstruction or damage.

­ Switch the pump off, wait 15­30 seconds, then switch it on again. A sudden pressure change
when the user leaves the mattress may trigger an alarm and require this reset.

­ If the issue persists, inspect air cells and connections for visible damage or leaks. Contact your
distributor or Forté Healthcare to arrange repair if a leak is found or the alarm continues.

2. Cells Not Inflating / Inadequate Support

Check the air supply, CPR connection and hoses as above. For mattress inspection, open the outer
cover and lower compartment of the inner cover. Identify affected cells and inspect their tube
connections for disconnection or leaks. Reconnect mattress connectors as required, then close both
covers.

If the patient appears inadequately supported or is bottoming out, contact your distributor or Forté
Healthcare. The comfort dial is not a patient­weight setting. The pump contains no user­serviceable
parts; refer pump repairs to your distributor or Forté Healthcare.

3. Bunching Foam Immersion Layer

The Aeris Plus immersion layer sits in a pocket of the anti­shear inner cover and moves
independently of the air cells to reduce shear and friction. It may occasionally bunch or appear
uneven as it shifts during use, including when the backrest is raised during the alternating cycle. This
is expected behaviour and is not, by itself, a fault.

To correct this, unzip the outer cover and upper compartment of the inner cover, smooth out the
immersion layer and close both zips. If the issue persists, contact your distributor or Forté
Healthcare.
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MATTRESS CARE

Regularly assess for soiling. Refer to the following pages for cleaning instructions
If the product is used directly upon or in contact with a bed surface, periodically and ongoing
assess the bed surface for any sharp objects that may cause damage to the mattress cover
Support surfaces should not be lifted by the cover only. Support the foam core as well as the
cover
Ensure zipper remains closed at all times whilst mattress is in usage
Ensure foam core is not exposed for extended periods to UV light
Always disconnect the pump from electrical power before beginning maintenance or repair
work. Never attempt to work on a pump that has been in contact with water or liquid without
consulting an approved technician
Use of unauthorised spare parts and/or accessories may void warranty

MAINTENANCE

The outer covering protects the foam core, which means cleaning of the core is seldom
necessary. Should the foam core need to be cleaned, clean affected area with a mild cleaning
chemical and water (e.g. spray on)
Gently press out excess water
Allow the foam core to dry completely in a ventilated area, avoiding direct exposure to sunlight
as UV light can affect foam performance
Ensure the foam core is completely dried before using mattress

FOAM CORE CLEANING

COVER CLEANING
­ Wipe the cover with an approved cleaning agent (see the approved chemical listing). Remove
excrement, blood and spills promptly using an approved agent or warm/cold soapy water. Follow
the cleaning product’s usage instructions.
­ High concentrations of phenol­based or chlorine chemicals and abrasive agents can damage
fabric coatings. The existing general limit is 1000 ppm chlorine for standard fabrics. Contact Forté
Healthcare before using higher concentrations for cleaning or disinfection.
­ Wipe off cleaning­product residue with a clean, soft cloth and rinse with fresh warm water
immediately after use. Allow the cover to dry completely before use.
­ Sterilisation may affect polyurethane coatings and reduce product life. Refer to the cover­specific
instructions and obtain confirmation from Forté Healthcare where the guidance conflicts.

PUMP CLEANING & MAINTENANCE

Unplug before cleaning. Wipe the pump casing with a damp cloth and mild soap or detergent. Do not
immerse or soak it, or use strong acids, alkalis or solvents. Annual pump servicing is recommended;
see APAE1000 Pump Instructions v1.1.
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PVC-COATED FABRICS

1.

2.

WASHING
Washing (40°C or 95°C) must be done with neutral detergents. Softening agents are not
allowed
Un-dyed fabrics may be washed following ISO 6330 norm, part 9A and dyed fabrics following
ISO 6330 norm, part 3A

CLEANING & CARE – PREMIFLEX CLASSIC COVERS

DISINFECTION
In general, PVC-coated products resist well to most commonly used surface disinfectants
We recommend testing the specific disinfectant prior to use or contacting us if unsure
It is not recommended to autoclave or sterilise PVC-coated products

DRYING
Adequate drying is a crucial factor in the care and maintenance of coated fabrics
Drying may be carried out by hanging, spinning or tumbling at temperatures up to 60°C – DO
NOT press or mangle

STORAGE
Store in a dry area at room temperature
Avoid excessive pressure and contact with non-colourfast materials
Avoid prolonged exposure to sunlight (UV radiation)
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PFPU-COATED FABRICS

CLEANING & CARE – PREMIFLEX CLASSIC, ULTRA &

ULTRA PLUS COVERS

WASHING
Washing (95°C) must be done with neutral detergents. Softening agents are not allowed
Un-dyed fabrics may be washed following ISO 6330 norm, part 9A and dyed fabrics following
ISO 6330 norm, part 3A
Premiflex covers can be washed >100 times at 95°C (excluding possible physical damage of the
coating due to contact with sharp metal parts in the washing machine)

DISINFECTION
In general, Premiflex covers resist extremely well to all kinds of disinfectants
We recommend testing the specific disinfectant prior to use or contacting us if unsure
Generally, surface wiping can be done numerous times without issues using the following
commonly used products:
Alcohol-based disinfectants
Phenol-based disinfectants
Disinfectants based on quaternary ammonium
Active chlorine-based disinfectants (>100 times, up to 5000 ppm). Always rinse the cover
thoroughly with pure water after using chlorine
Chloramine-based disinfectants
Peroxide-based disinfectants

STERILISATION / AUTOCLAVATION
Premiflex covers offer high resistance to autoclave sterilisation
Premiflex covers have been tested and approved after 50 cycles at 134°C

DRYING
Adequate drying is a crucial factor in the care and maintenance of coated fabrics
Drying may be carried out by hanging, spinning or tumbling at temperatures up to 130°C
(limited temperature duration) – DO NOT press or mangle
Premiflex covers have been tested and approved after 50 cycles of tumble drying at 130°C

STORAGE
Store in a dry area at room temperature
Avoid excessive pressure and contact with non-colourfast materials
Avoid prolonged exposure to sunlight (UV radiation)



APPROVED CLEANING AGENTS
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APPROVED CLEANING AGENTS
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APPROVED CLEANING AGENTS

CAUTION

To avoid premature degradation of the surface coating, never use an abrasive cloth, sponge or
similar device on the surface. Wipe off cleaning product residue with a clean, soft cloth and
rinse with fresh warm water immediately after use. Allow the surface to dry completely before
use.

Cleaners and disinfectants can cause discolouration or bleaching on some colours. To avoid
discolouration, always test on a small area first.

Information contained here relates solely to the compatibility of cleaners with Forté Healthcare
cover materials and does not relate to the efficacy of any cleaner for infection control or the
safety of any cleaner for skin contact.

Testing information is specific to the products or formulations listed and does not constitute
approval for other products from any brand unless tested.

All approvals are based on manufacturer-recommended dilution with water unless otherwise
specified and are not valid for improper dilution.

If a particular cleaner or disinfectant is not listed, we recommend testing the product in
advance or contacting us to arrange testing.
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1300 731 163
sales@fortehealthcare.com.au
www.fortehealthcare.com.au

© Copyright 2026 Forté Healthcare

All mattresses are made by

Forté Healthcare in Armidale

NSW in accordance with all

Australian manufacturing

and clinical standards.
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